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ARE FOR REFERENCE ONLY.

PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS AND

SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

3.

1.

P. ENGELBRECHT STERLING

P. ENGELBRECHT STERLING

A

A

(1.09 [27.69])

 SECTION A-A

1

2

3

P4105091507-210202

P4105091507-210301 MASK (TOP)

BLADE

PLATED, VENTED, STANDARD, Ø.156 x .187 LG.
MACHINE DOWEL, HARDENED, GROUND, SILVER

416 SST

TUNGSTEN

TUNGSTEN 1

1

2

1

SUGGESTED

1
410 LOUGE

PHONE: (415)-964-3827
MOUNTAIN VIEW, CA  94043-4019

U-C COMPONENTS

SOURCE

FAX:   (415)-964-0216

SOCKET HEAD CAP SCREW, VENTED, SILVER PLATED
#2-56 UNC-2A x .25 LG. 18-8 SST 34

LOCKWASHER, SPRING, SILVER PLATED
#2 NOMINAL 18-8 SST 35

3

C-204-A
U-C#

WL-02-A
U-C#

1

1 2

5

3

4

REF.

(1.125 [28.58])

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM2.

FOR COMPLETE SETUP, SEE "SLIT BLADE FIXTURE"
DRAWING NO. P4105091507-260000

4.

WIRE EDM AFTER ASSEMBLY
FOR Ø .156 DOWEL PIN
PRESS FIT
INSTALL ITEM 3 AS SHOWN.

THIS SUB-ASSEMBLY

EXISTING SUB-ASSEMBLY

(TOP BLADE/MASK SUB-ASSY.)

(BOTTOM BLADE/MASK SUB-ASSY.)

 SET-UP
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NOT TO SCALE

DWG# P4105091507-260000 WAS S085181 RAF 2/96CB


